
VOGL by Pyrok 

How to treat the board joints. 



Framing 
 

 Three recommended systems:  
Å 1. Black Iron and 3" wide - 20 gauge Hat Channel with the Black Iron 

at 48" o.c. and the Hat Channel at 13 1/8" o.c. 
 
Å  нΦ 9ȄǘŜǊƛƻǊ 5Ǌȅǿŀƭƭ ƎǊƛŘ ŦƻǊ ǎȅƴǘƘŜǘƛŎ ǎǘǳŎŎƻ ǎȅǎǘŜƳǎ ŀŘŘƛƴƎ ŀ оέ 

wide - 20 gauge flat stock fastened 13 1/8" o.c. Drywall grid to be 
ƪƛŎƪŜŘ ŜǾŜǊȅ пуέ o.c as per exterior grid instructions.  

 
Å 3. Drywall stud framing with framing center at 13 1/8" o.c. with a 

double stud at 78 3/4" o.c. 
  
Å Additional items such as lighting, ventilation, sprinkler systems, etc. 

must be independently supported.  
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Screw on a straight edge to insure proper line up of the 
perforations. 



Board Installation 

   Boards are to be installed with Vogl screws, 
spaced at 1" off the edges and 6" apart. 
Boards are not to be staggered, and the first 
board should be installed in the center of the 
ceiling, with the short edge parallel to the 
window (main light source). Work the boards 
outwards toward the edges leaving any cuts to 
be performed in the outer perimeter.  



Screws are  installed, centered in-
between the perforations.  

Draw a pencil line to mark the 
framing. 

Screws are included. 


